
OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL75-4000K
MANUFACTURER:
TEST LAB:
TEST DATE:
DESCRIPTION:
LAMP:
LAMP OUTPUT:

ADVANTAGE LIGHTING SOLUTIONS
BEST TEST SERVICE SHENZHEN CO;LED 
2017-04-01
FL75-4000K
FL75-4000K
1 LAMP, RATED LUMENS/LAMP: 9515.6

INPUT WATTAGE: 80.3
LUMINOUS OPENING: RECTANGLE (L: 10.24", W: 4.72")
MAX CD: 4,396.4 AT HORIZONTAL: 0°, VERTICAL: 10°
CUTOFF CLASS: CUTOFF
ROADWAY CLASS: VERY SHORT, TYPE II
EFFICIENCY: 100%

VISUAL PHOTOMETRIC TOOL 1.2.46 COPYRIGHT 2019, ACUITY BRANDS LIGHTING.
THIS PHOTOMETRIC REPORT HAS BEEN GENERATED USING METHODS RECOMMENDED BY THE IESNA. CALCULATIONS ARE BASED ON
PHOTOMETRIC DATA PROVIDED BY THE MANUFACTURER, AND THE ACCURACY OF THIS PHOTOMETRIC REPORT IS DEPENDENT ON THE
ACCURACY OF THE DATA PROVIDED. END-USER ENVIRONMENT AND APPLICATION (INCLUDING, BUT NOT LIMITED TO, VOLTAGE
VARIATION AND DIRT ACCUMULATION) CAN CAUSE ACTUAL PHOTOMETRIC PERFORMANCE TO DIFFER FROM THE PERFORMANCE
CALCULATED USING THE DATA PROVIDED BY THE MANUFACTURER. THIS REPORT IS PROVIDED WITHOUT WARRANTY AS TO ACCURACY,
COMPLETENESS, RELIABILITY OR OTHERWISE. IN NO EVENT WILL ACUITY BRANDS LIGHTING BE RESPONSIBLE FOR ANY LOSS
RESULTING FROM ANY USE OF THIS REPORT.
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OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL75-4000K

ZONAL LUMEN SUMMARY
ZONE LUMENS % LAMP % LUMINAIRE
0-30 3,132.6 32.9% 32.9%
0-40 4,907.7 51.6% 51.6%
0-60 7,981.3 83.9% 83.9%
60-90 1,532.1 16.1% 16.1%
70-100 599.4 6.3% 6.3%
90-120 0.5 0% 0%
0-90 9,513.4 100% 100%
90-180 1.0 0% 0%
0-180 9,514.4 100% 100%

LUMENS PER ZONE
ZONE LUMENS  % TOTAL   ZONE LUMENS % TOTAL
0-10 402.8 4.2%   90-100 0.4 0%
10-20 1,125.6 11.8%   100-110 0.1 0%
20-30 1,604.3 16.9%   110-120 0.1 0%
30-40 1,775.1 18.7%   120-130 0.1 0%
40-50 1,676.1 17.6%   130-140 0.1 0%
50-60 1,397.5 14.7%   140-150 0.1 0%
60-70 933.0 9.8%   150-160 0.1 0%
70-80 487.8 5.1%   160-170 0.1 0%
80-90 111.3 1.2%   170-180 0.0 0%

ROADWAY SUMMARY
CUTOFF CLASSIFICATION: CUTOFF

DISTRIBUTION: TYPE II, VERY SHORT
MAX CD, 90 DEG VERT: 22.2

MAX CD, 80 TO <90 DEG: 560.9
 LUMENS % LAMP

DOWNWARD STREET SIDE: 6,200.9 65.2%
DOWNWARD HOUSE SIDE: 3,313.7 34.8%

DOWNWARD TOTAL: 9,514.6 100%
UPWARD STREET SIDE: 0.6 0%
UPWARD HOUSE SIDE: 0.4 0%

UPWARD TOTAL: 1.0 0%
TOTAL LUMENS: 9,515.6 100%

LCS TABLE
BUG RATING B3 - U1 - G1
FORWARD LIGHT LUMENS  LUMENS %

LOW(0-30): 1,712.8 18%
MEDIUM(30-60): 3,304.4 34.7%

HIGH(60-80): 1,094.9 11.5%
VERY HIGH(80-90): 88.8 0.9%
BACK LIGHT

LOW(0-30): 1,420.0 14.9%
MEDIUM(30-60): 1,545.3 16.2%

HIGH(60-80): 325.9 3.4%
VERY HIGH(80-90): 22.5 0.2%
UPLIGHT

LOW(90-100): 0.4 0%
HIGH(100-180): 0.7 0%

TRAPPED LIGHT: 0.000 0%
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OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL75-4000K

CANDELA TABLE - TYPE C
0 20 40 60 80 90 110 130 150 170 180 200 220 240 260 280 300 320 340 360

0 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253 4253
5 4355 4349 4328 4296 4254 4247 4211 4176 4150 4133 4130 4133 4148 4174 4203 4256 4297 4329 4348 4355

10 4396 4391 4353 4304 4220 4199 4129 4057 3989 3947 3938 3951 3993 4054 4115 4199 4291 4348 4386 4396
15 4205 4205 4276 4263 4155 4114 4001 3859 3711 3591 3570 3623 3741 3856 3966 4083 4219 4284 4208 4205
20 4126 4125 4098 4211 4088 4029 3844 3559 3216 2988 2958 3055 3318 3585 3784 3933 4105 4067 4118 4126
25 3989 3999 3986 4024 4002 3925 3637 3113 2577 2402 2392 2456 2747 3250 3595 3779 3900 3920 3985 3989
30 3807 3815 3836 3888 3852 3756 3360 2558 2159 2296 2320 2253 2225 2854 3417 3640 3684 3729 3798 3807
35 3581 3588 3633 3719 3608 3497 2988 2151 1590 837 816 1118 1963 2412 3195 3483 3522 3498 3564 3581
40 3319 3323 3396 3460 3296 3187 2544 1917 737 822 856 758 784 2077 2889 3256 3320 3243 3292 3319
45 3018 3034 3129 3134 2967 2869 2113 1019 726 763 786 738 728 1484 2471 2963 3045 2972 2996 3018
50 2681 2710 2823 2757 2627 2489 1561 959 688 659 680 646 730 968 1974 2610 2719 2675 2681 2681
55 2294 2351 2470 2367 2170 1794 997 853 602 554 577 534 681 855 1394 2143 2353 2337 2322 2294
60 1925 1955 2083 1958 1548 1153 727 693 480 447 476 420 579 702 641 1493 1950 1973 1940 1925
65 1602 1570 1677 1539 1060 576 415 539 356 357 374 329 459 544 422 1023 1527 1599 1553 1602
70 1270 1226 1273 1132 658 280 265 403 260 262 268 246 349 406 278 595 1113 1223 1203 1270
75 918 873 879 756 326 176 167 276 175 172 177 164 244 278 180 297 728 854 857 918
80 561 525 501 414 135 89 86 151 95 92 95 87 137 152 99 121 393 500 500 561
85 210 194 159 116 29 25 25 42 32 36 37 33 45 46 31 33 124 185 189 210
90 22 21 4 0 0 0 0 0 0 0 0 0 0 0 0 0 17 19 0 22
95 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
105 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
110 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
125 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
135 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
155 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
165 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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