
OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL100-4000K
MANUFACTURER:
TEST LAB:
TEST DATE:
DESCRIPTION:
LAMP:
LAMP OUTPUT:

ADVANTAGE LIGHTING SOLUTIONS
BEST TEST SERVICE SHENZHEN CO;LED 
2017-04-01
FL100-4000K
FL100-4000K
1 LAMP, RATED LUMENS/LAMP: 12977

INPUT WATTAGE: 109.2
LUMINOUS OPENING: RECTANGLE (L: 10.24", W: 4.72")
MAX CD: 5,935.1 AT HORIZONTAL: 350°, VERTICAL: 6°
CUTOFF CLASS: CUTOFF
ROADWAY CLASS: VERY SHORT, TYPE II
EFFICIENCY: 100%

VISUAL PHOTOMETRIC TOOL 1.2.46 COPYRIGHT 2019, ACUITY BRANDS LIGHTING.
THIS PHOTOMETRIC REPORT HAS BEEN GENERATED USING METHODS RECOMMENDED BY THE IESNA. CALCULATIONS ARE BASED ON
PHOTOMETRIC DATA PROVIDED BY THE MANUFACTURER, AND THE ACCURACY OF THIS PHOTOMETRIC REPORT IS DEPENDENT ON THE
ACCURACY OF THE DATA PROVIDED. END-USER ENVIRONMENT AND APPLICATION (INCLUDING, BUT NOT LIMITED TO, VOLTAGE
VARIATION AND DIRT ACCUMULATION) CAN CAUSE ACTUAL PHOTOMETRIC PERFORMANCE TO DIFFER FROM THE PERFORMANCE
CALCULATED USING THE DATA PROVIDED BY THE MANUFACTURER. THIS REPORT IS PROVIDED WITHOUT WARRANTY AS TO ACCURACY,
COMPLETENESS, RELIABILITY OR OTHERWISE. IN NO EVENT WILL ACUITY BRANDS LIGHTING BE RESPONSIBLE FOR ANY LOSS
RESULTING FROM ANY USE OF THIS REPORT.
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OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL100-4000K

ZONAL LUMEN SUMMARY
ZONE LUMENS % LAMP % LUMINAIRE
0-30 4,303.9 33.2% 33.2%
0-40 6,756.8 52.1% 52.1%
0-60 10,921.3 84.2% 84.2%
60-90 2,053.3 15.8% 15.8%
70-100 790.4 6.1% 6.1%
90-120 0.6 0% 0%
0-90 12,974.6 100% 100%
90-180 1.3 0% 0%
0-180 12,975.9 100% 100%

LUMENS PER ZONE
ZONE LUMENS  % TOTAL   ZONE LUMENS % TOTAL
0-10 550.2 4.2%   90-100 0.3 0%
10-20 1,542.4 11.9%   100-110 0.1 0%
20-30 2,211.3 17.0%   110-120 0.1 0%
30-40 2,452.9 18.9%   120-130 0.2 0%
40-50 2,277.1 17.5%   130-140 0.2 0%
50-60 1,887.4 14.5%   140-150 0.1 0%
60-70 1,263.2 9.7%   150-160 0.1 0%
70-80 648.3 5.0%   160-170 0.1 0%
80-90 141.7 1.1%   170-180 0.0 0%

ROADWAY SUMMARY
CUTOFF CLASSIFICATION: CUTOFF

DISTRIBUTION: TYPE II, VERY SHORT
MAX CD, 90 DEG VERT: 23.6

MAX CD, 80 TO <90 DEG: 760.2
LUMENS % LAMP

DOWNWARD STREET SIDE: 8,421.5 64.9%
DOWNWARD HOUSE SIDE: 4,554.7 35.1%

DOWNWARD TOTAL: 12,976.2 100%
UPWARD STREET SIDE: 0.7 0%
UPWARD HOUSE SIDE: 0.6 0%

UPWARD TOTAL: 1.3 0%
TOTAL LUMENS: 12,977.5 100%

LCS TABLE
BUG RATING B3 - U1 - G2
FORWARD LIGHT LUMENS  LUMENS %

LOW(0-30): 2,330.5 18%
MEDIUM(30-60): 4,493.9 34.6%

HIGH(60-80): 1,483.3 11.4%
VERY HIGH(80-90): 113.9 0.9%
BACK LIGHT

LOW(0-30): 1,973.6 15.2%
MEDIUM(30-60): 2,125.0 16.4%

HIGH(60-80): 428.2 3.3%
VERY HIGH(80-90): 27.8 0.2%
UPLIGHT

LOW(90-100): 0.3 0%
HIGH(100-180): 1.0 0%

TRAPPED LIGHT: 0.000 0%
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CATALOG: FL100-4000K

PAGE 3 OF 4



OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL100-4000K

CANDELA TABLE - TYPE C
0 20 40 60 80 90 110 130 150 170 180 200 220 240 260 280 300 320 340 360

0 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823 5823
5 5934 5928 5908 5870 5823 5801 5746 5701 5671 5656 5654 5662 5685 5722 5768 5829 5873 5909 5929 5934

10 5919 5919 5890 5857 5765 5725 5625 5545 5470 5419 5414 5439 5502 5578 5661 5768 5864 5892 5919 5919
15 5730 5721 5740 5755 5645 5582 5445 5288 5119 5000 4983 5042 5187 5356 5492 5635 5755 5772 5727 5730
20 5628 5618 5568 5619 5495 5410 5204 4890 4538 4290 4256 4385 4693 5023 5276 5454 5601 5572 5629 5628
25 5459 5452 5396 5366 5336 5231 4903 4318 3712 3437 3415 3547 3992 4590 5032 5250 5338 5394 5461 5459
30 5211 5206 5172 5176 5132 5006 4530 3573 3001 3156 3207 3142 3230 4079 4786 5049 5088 5149 5217 5211
35 4893 4892 4889 4950 4826 4683 4047 2887 2557 1619 1620 2061 2853 3491 4495 4818 4861 4849 4901 4893
40 4528 4524 4551 4624 4414 4277 3457 2610 920 1048 1103 981 1107 2932 4081 4496 4577 4497 4528 4528
45 4076 4116 4179 4193 3958 3844 2808 1235 902 1009 1061 966 957 2261 3503 4088 4195 4119 4118 4076
50 3623 3646 3764 3689 3479 3342 2184 1181 864 902 941 884 956 1276 2755 3595 3735 3703 3661 3623
55 3112 3179 3294 3150 2861 2452 1232 1072 771 751 778 746 901 1132 1986 2955 3229 3240 3181 3112
60 2620 2658 2781 2594 2103 1605 890 881 636 599 630 588 776 940 825 2092 2680 2739 2679 2620
65 2172 2133 2240 2034 1435 822 526 686 473 478 511 453 615 722 552 1438 2108 2215 2146 2172
70 1719 1660 1699 1461 864 354 337 506 342 360 373 340 463 534 360 867 1535 1688 1657 1719
75 1243 1184 1144 925 442 219 210 340 225 233 242 228 318 361 229 410 970 1176 1178 1243
80 760 709 625 497 179 112 107 180 118 121 126 119 173 190 125 158 498 659 694 760
85 293 246 201 143 44 31 30 48 38 45 47 41 52 53 40 46 158 234 252 293
90 1 24 20 4 0 0 0 0 0 0 0 0 0 1 1 1 1 1 1 1
95 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
105 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
110 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
125 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
135 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
150 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
155 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
160 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
165 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
170 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
175 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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