
OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL150-4000K
MANUFACTURER:
TEST LAB:
TEST DATE:
DESCRIPTION:
LAMP:
LAMP OUTPUT:

ADVANTAGE LIGHTING SOLUTIONS
BEST TEST SERVICE SHENZHEN CO;LED 
2017-03-24
FL150-4000K
FL150-4000K
1 LAMP, RATED LUMENS/LAMP: 18147

INPUT WATTAGE: 153.1
LUMINOUS OPENING: RECTANGLE (L: 11.81", W: 5.91")
MAX CD: 7,935.8 AT HORIZONTAL: 350°, VERTICAL: 9°
CUTOFF CLASS: CUTOFF
ROADWAY CLASS: VERY SHORT, TYPE II
EFFICIENCY: 100%

VISUAL PHOTOMETRIC TOOL 1.2.46 COPYRIGHT 2019, ACUITY BRANDS LIGHTING.
THIS PHOTOMETRIC REPORT HAS BEEN GENERATED USING METHODS RECOMMENDED BY THE IESNA. CALCULATIONS ARE BASED ON
PHOTOMETRIC DATA PROVIDED BY THE MANUFACTURER, AND THE ACCURACY OF THIS PHOTOMETRIC REPORT IS DEPENDENT ON THE
ACCURACY OF THE DATA PROVIDED. END-USER ENVIRONMENT AND APPLICATION (INCLUDING, BUT NOT LIMITED TO, VOLTAGE
VARIATION AND DIRT ACCUMULATION) CAN CAUSE ACTUAL PHOTOMETRIC PERFORMANCE TO DIFFER FROM THE PERFORMANCE
CALCULATED USING THE DATA PROVIDED BY THE MANUFACTURER. THIS REPORT IS PROVIDED WITHOUT WARRANTY AS TO ACCURACY,
COMPLETENESS, RELIABILITY OR OTHERWISE. IN NO EVENT WILL ACUITY BRANDS LIGHTING BE RESPONSIBLE FOR ANY LOSS
RESULTING FROM ANY USE OF THIS REPORT.
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OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL150-4000K

ZONAL LUMEN SUMMARY
ZONE LUMENS % LAMP % LUMINAIRE
0-30 6,084.9 33.5% 33.5%
0-40 9,584.1 52.8% 52.8%
0-60 15,248.0 84% 84%
60-90 2,895.0 16% 16%
70-100 1,127.6 6.2% 6.2%
90-120 0.7 0% 0%
0-90 18,143.0 100% 100%
90-180 1.7 0% 0%
0-180 18,144.8 100% 100%

LUMENS PER ZONE
ZONE LUMENS  % TOTAL   ZONE LUMENS % TOTAL
0-10 734.7 4.0%   90-100 0.4 0%
10-20 2,131.1 11.7%   100-110 0.1 0%
20-30 3,219.2 17.7%   110-120 0.2 0%
30-40 3,499.2 19.3%   120-130 0.2 0%
40-50 3,100.4 17.1%   130-140 0.2 0%
50-60 2,563.5 14.1%   140-150 0.2 0%
60-70 1,767.9 9.7%   150-160 0.2 0%
70-80 938.3 5.2%   160-170 0.2 0%
80-90 188.8 1.0%   170-180 0.0 0%

ROADWAY SUMMARY
CUTOFF CLASSIFICATION: CUTOFF

DISTRIBUTION: TYPE II, VERY SHORT
MAX CD, 90 DEG VERT: 28.6

MAX CD, 80 TO <90 DEG: 1,007.6
LUMENS % LAMP

DOWNWARD STREET SIDE: 11,455.7 63.1%
DOWNWARD HOUSE SIDE: 6,689.5 36.9%

DOWNWARD TOTAL: 18,145.1 100%
UPWARD STREET SIDE: 0.9 0%
UPWARD HOUSE SIDE: 0.8 0%

UPWARD TOTAL: 1.7 0%
TOTAL LUMENS: 18,146.9 100%

LCS TABLE
BUG RATING B4 - U1 - G2
FORWARD LIGHT LUMENS  LUMENS %

LOW(0-30): 3,105.4 17.1%
MEDIUM(30-60): 6,069.3 33.4%

HIGH(60-80): 2,130.4 11.7%
VERY HIGH(80-90): 150.6 0.8%
BACK LIGHT

LOW(0-30): 2,979.7 16.4%
MEDIUM(30-60): 3,095.9 17.1%

HIGH(60-80): 575.7 3.2%
VERY HIGH(80-90): 38.2 0.2%
UPLIGHT

LOW(90-100): 0.4 0%
HIGH(100-180): 1.3 0%

TRAPPED LIGHT: 0.1 0%
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OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL150-4000K
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OUTDOOR PHOTOMETRIC REPORT
CATALOG: FL150-4000K

CANDELA TABLE - TYPE C
0 20 40 60 80 90 110 130 150 170 180 200 220 240 260 280 300 320 340 360

0 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680 7680
5 7911 7902 7864 7793 7690 7645 7589 7573 7573 7579 7581 7583 7587 7594 7622 7690 7788 7863 7903 7911

10 7886 7903 7876 7805 7633 7546 7485 7504 7536 7565 7573 7572 7553 7527 7530 7638 7818 7893 7923 7886
15 7613 7602 7628 7692 7495 7378 7338 7398 7491 7568 7587 7573 7498 7423 7383 7501 7719 7704 7622 7613
20 7474 7450 7390 7443 7297 7171 7148 7249 7388 7399 7401 7441 7401 7252 7182 7295 7528 7426 7479 7474
25 7280 7246 7149 7092 7090 6975 6937 7012 6873 6603 6556 6738 7018 7007 6938 7044 7168 7187 7284 7280
30 6991 6950 6860 6839 6856 6754 6686 6452 5565 4912 4841 5188 6030 6647 6679 6777 6832 6892 6998 6991
35 6581 6549 6474 6540 6508 6402 6297 5288 3832 3051 2980 3869 4411 6019 6385 6467 6528 6518 6598 6581
40 6088 6052 6035 6114 6007 5889 5692 3654 1016 1022 1094 988 2335 4895 6009 6050 6130 6075 6114 6088
45 5491 5508 5553 5586 5383 5288 4655 1601 940 1128 1254 1033 1049 3417 5489 5522 5630 5590 5570 5491
50 4818 4899 5009 4975 4685 4616 3044 1389 944 1147 1266 1083 1043 1544 4556 4901 5045 5049 4963 4818
55 4228 4241 4398 4294 3883 3647 1513 1289 901 1001 1066 984 1011 1423 2953 4132 4380 4449 4329 4228
60 3662 3600 3734 3556 2988 2604 1064 1114 805 788 820 792 923 1241 1082 3194 3665 3792 3663 3662
65 3063 2986 3038 2806 2204 1493 700 914 640 578 605 590 776 1006 762 2313 2936 3103 3027 3063
70 2423 2345 2333 2079 1438 538 477 704 464 424 445 422 595 768 525 1469 2199 2400 2383 2423
75 1738 1668 1622 1398 827 322 304 480 301 276 285 278 408 534 344 730 1479 1698 1706 1738
80 932 935 929 770 359 170 159 250 157 145 151 150 222 288 192 263 840 1008 987 932
85 232 208 231 203 69 44 39 67 47 48 51 51 72 89 62 72 288 308 225 232
90 0 0 19 0 0 0 0 0 0 0 0 0 0 0 0 0 1 3 27 0
95 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
105 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
110 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
115 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
120 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
125 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
130 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
135 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0
140 0 0 0 0 0 0 0 0 0 1 1 0 0 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0 0 0 1 1 0 0 0 0 0 0 0 0 0
150 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
155 1 1 1 1 0 0 0 0 0 1 1 1 0 0 0 0 0 1 1 1
160 1 1 1 1 1 0 0 0 0 1 1 1 0 0 0 0 0 1 1 1
165 1 1 1 1 1 0 0 0 0 1 1 1 1 0 0 0 0 1 1 1
170 1 1 1 1 1 0 0 0 0 0 1 1 0 0 0 1 1 1 1 1
175 1 1 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 1
180 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
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